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• Contactor overload assembly DIN rail mount. 

• Quick release catches on enclosure.

• Top knockouts placed over incoming switch.

• Increased internal dimensions to improve 

access and installation.

• A comprehensive range of Alto overloads 

is available to suit applications from 1.0A 

to 19A F.L.C. - see selection chart.

• IP65 rating.

• Manufactured to EN 60947-4-1/IEC 947-4-1

and EN 60204-1/ IEC 60204-1.

DOL STARTERS - 

MOULDED ENCLOSED

• Internal assembly DIN rail mount. 

• Rigid plastic base.

• Increased internal dimensions to improve 

access and installation.

• Separate neutral and earth terminals.

• Knockout for additional pilot devices.

• All screws are x-head, one 

screwdriver needed to install.

• A comprehensive range of WF overloads 

is available to suit applications from 

1.0A to 19A F.L.C. - see selection chart.

• IP66 rating.

• Manufactured to EN 60947-4-1/IEC 947-4-1

and EN 60204-1/ IEC 60204-1.

DOL STARTERS - 

STEEL ENCLOSED
STARTERS

SEE FOLLOWING PAGE FOR
OVERLOAD SELECTION

The new Datacoms catalogue includes virtually

every type of product needed for most installations

plus details of a new one day course to gain the all

important certification.

The course covers all the crucial aspects of 

Cat 5E and Cat 6

NEW DATACOMS CATALOGUE AVAILABLE
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Price Ref. No.
1 5+

53.40 51.40 AL3776

MOULDED

Price Ref. No.
1 5+

59.00 56.70 AL3778

Price Ref. No.
1 5+

53.40 51.40 AL3777

Price Ref. No.
1 5+

59.00 56.70 AL3779

Price Ref. No.
1 5+

70.85 68.15 AL3780

STAINLESS STEEL - WITHOUT ISOLATOR

Price Ref. No.
1 5+

76.00 73.05 AL3782

Price Ref. No.
1 5+

70.85 68.15 AL3781

Price Ref. No.
1 5+

76.00 73.05 AL3783

Price Ref. No.
1 5+

166.15 159.80 AL3784

STAINLESS STEEL - WITH ISOLATOR

MOULDED

STAINLESS STEEL - WITHOUT ISOLATOR

STAINLESS STEEL - WITH ISOLATOR

3 PHASE MOTOR

OVERLOAD SELECTION

COIL VOLTAGE

MAXIMUM CONTACTOR RATING 7.5KW

5.5KW

230V 400V

7.5KW 5.5KW 7.5KW

SINGLE PHASE MOTOR

Price Ref. No.
1 5+

167.95 161.45 AL3786

Price Ref. No.
1 5+

166.15 159.80 AL3785

Price Ref. No.
1 5+

167.95 161.45 AL3787

Full Load Approx Motor Rating Price Ref. No.
Current (Amps)           AC3 400V/3P 1 5+
Min Max (kW) (hp)

1.0 1.4 0.37 0.55 38.70 37.20 AL3790

1.3 1.8 0.55 0.75 38.70 37.20 AL3791

1.7 2.4 0.75 1.0 38.70 37.20 AL3792

2.2 3.1 1.1 1.5 38.70 37.20 AL3793

2.8 4.0 1.5 2.0 38.70 37.20 AL3794

4.5 6.5 2.2 3.0 38.70 37.20 AL3795

6.0 8.5 2.2 3.0 41.05 39.50 AL3796

7.5 11 4.0 5.5 41.05 39.50 AL3797

10 14 5.5 7.5 44.60 42.85 AL3798

13 19 7.5 10 44.60 42.85 AL3799*

Full Load Approx Motor Rating Price Ref. No.
Current (Amps)       230V/Single Phase 1 5+
Min Max (kW) (hp)

1.3 1.8 0.07 0.09 38.70 37.20 AL3791

1.7 2.4 0.1 0.125 38.70 37.20 AL3792

2.2 3.1 0.18 0.25 38.70 37.20 AL3793

2.8 4.0 0.37 0.5 38.70 37.20 AL3794

4.5 6.5 0.55 0.75 38.70 37.20 AL3795

6.0 8.5 0.75 1.0 41.05 39.50 AL3796

7.5 11 1.5 2.0 41.05 39.50 AL3797

10 14 1.5 2.0 44.60 42.85 AL3798

13 19 2.2 3.0 44.60 42.85 AL3799*

* For use with 7.5kW only* For use with 7.5kW only

STARTERS
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STARTERS

Price Ref. No.
1 5+

312.45 300.45 AL3788

Price Ref. No.
1 5+

312.45 300.45 AL3789

OVERLOAD SELECTION

COIL VOLTAGE

MAXIMUM CONTACTOR RATING 15KW

230V

3 PHASE MOTOR

400V

Overload in Delta-loop Approx Motor Rating Price Ref. No.
0.58 Of FLC (Amps) AC3 400V/3PH 1 5+

Min Max (kW) (hp)

1.3 1.8 1.1 1.5 38.70 37.20 AL3791

1.7 2.4 1.5 2.0 38.70 37.20 AL3792

2.2 3.1 2.2 3.0 38.70 37.20 AL3793

2.8 4.0 3.0 4.0 38.70 37.20 AL3794

4.5 6.5 4.0 5.5 38.70 37.20 AL3795

6.0 8.5 5.5 7.5 41.05 39.50 AL3796

7.5 11 7.5 10 41.05 39.50 AL3797

10 14 11 15 44.60 42.85 AL3798

13 19 15 20 44.60 42.85 AL3799

STAR - DELTA STARTER - SHEET STEEL ENCLOSED

• Offered in either 230v or 400v 50Hz coil voltage.

• Contactor layout gives easy access.

• The Alto range of thermal overloads can be fitted 

allowing operation from 1.3A to 19A in delta loop.

• Incoming terminals provided. 

For clarity, all incoming and outgoing 

terminals are labelled.

• Top knockouts placed over 

incoming terminals.

• Quick release catches on enclosure.

• IP65.

• Manufactured to EN 60947-4-1/IEC 947-4-1

and EN 60204-1/ IEC 60204-1.
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CONTACTORS AND STATIONS

HEATING & LIGHTING CONTACTORS

• 100A AC1 range of enclosures 

fitted with a 230V 50Hz coil.

• Quick release catches.

• Complies with IEC947-4-1.

• Internal DIN rail mount.

Max Load Type Coil Price Ref. No. 
Rating Heating Voltage 1 5+

A A

2 Pole Contactor 15 25 230 72.65 69.85 AL3556

4 Pole Contactor 30 45 230 99.25 95.35 AL3557

3 Pole Contactor 40 63 230 210.30 202.20 AL3558

3 Pole Contactor 70 100 230 275.75 265.10 AL3559

JUNCTION BOXES

• Generous capacity slot terminals 

with large grub screws.

• Complies with BS6220.

Dia. Terminals Rating Cable Price Ref. No.
mm A Entry 1 10+
59 4 20 Knockout 1.70 1.55 AL0668

75 4 20 Knockout 1.90 1.85 AL0669

75 4 20 Selective 2.10 2.00 AL0670

86 3 30 Selective 2.10 2.00 AL0671

86 6 20 Selective 3.25 3.10 AL0672

3 PHASE & NEUTRAL 

METAL ISOLATOR

• Polyester powder coated metal 

enclosure and 32A triple pole isolator 

with switched neutral.

• Complies with BS5419 and BSEN 60947-3.

Price Ref. No.
1    5+

32A TP & N Surface Metal Isolator 30.25 29.10 AL2779

CABLE JUNCTION BOXES

• Suitable for hazardous environments 

and supplied with terminals and 

sealing gasket.

• Rated IP65. (excluding AL2854 = IP54).

Poles x Max Knockouts External Price Ref. No.
Conductor Size (mm) Size (mm) 1 5+

5 x 2.5mm 20 88 x 88 x 53 6.85 6.65 AL2847

10 x 2.5mm 25 98 x 98 x 61 20.75 20.00 AL2848

5 x 4mm 25 98 x 98 x 61 8.00 7.75 AL2849

5 x 6mm 25/32 138 x 119 x 70 12.95 12.40 AL2850

5 x 10mm Note 1 117 x 125 x 82 20.60 19.85 AL2851

5 x 4mm 20 98 x 98 x 58 8.35 7.95 AL2852

5 x 16/25mm Note 1 200 x 60 x 98 31.00 29.85 AL2853

5 x 2.5mm Note 2 88 x 88 x 47 6.05 5.75 AL2854

Note 1: Plain Sides; Note 2: Neoprene Cable Seals

CONTACTORS STATIONS
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CONTACTORS AND STATIONS

Size Price Ref. No.
(mm) 1 5+
Enclosures

100 x 100 x 60 3.00 2.95 AL2834

120 x 80 x 60 3.55 3.35 AL2835

150 x 110 x 60 4.65 4.50 AL2836

190 x 140 x 70 8.95 8.60 AL2837

240 x 190 x 90 14.15 13.55 AL2838

220 x 150 x 150 19.25 18.35 AL2839

300 x 220 x 120 24.70 23.75 AL2840

380 x 300 x 120 34.75 33.50 AL2841

Mounting Plates

190 x 140 for use with AL2837 3.85 3.70 AL2842

240 x 190 for use with AL2838 5.10 4.90 AL2843

220 x 150 for use with AL2839 4.65 4.30 AL2844

300 x 220 for use with AL2840 6.50 6.30 AL2845

380 x 300 for use with AL2841 12.00 11.50 AL2846

ENCLOSED PUSH BUTTON STATIONS

• Polycarbonate, fitted 

with modular push buttons.

• Push button contacts maximum 10A. 

• Rated IP65. 

Button Contacts Price Ref. No.
Size (mm) 1 5+

Single Station Stop 37 1 NC 34.00 32.65 AL4328

Emergency Stop 40 1 NC 41.45 39.95 AL4344

Enclosed Stop 50 1 NC 42.55 40.85 AL4329

Mushroom Head
Emergency Stop 37 1 NC 45.85 44.00 AL4317

c/w Key Release
Enclosed Start N/A 1 NO 26.20 25.15 AL4326

Enclosed Start/Stop N/A 1 NO 38.85 37.35 AL4327

Enclosed 2 Position N/A 1 NO 42.35 40.70 AL4318
Key Switch
Additional Push Button N/A 1 NO 7.05 6.80 AL4325
Contact, 1 Normally Open
Additional Push Button N/A 1 NC 7.05 6.80 AL4319
Contact, 1 Normally Closed

STAINLESS STEEL EMERGENCY 

STOP STATION ENCLOSURE

• Suitable for the 

food or chemical industry. 

• One normally closed contact fitted. 

• Complies with IEC947-5-1 and EN418. 

• Rated IP65.

Price Ref. No.
1    5+

Emergency Stop Push Button 91.00 87.55 AL4339

Additional Push Button Contact, 7.05 6.80 AL4325
1 Normally Open
Additional Push Button Contact, 7.05 6.80 AL4319
1 Normally Closed

MOULDED ENCLOSURES 

& MOUNTING PLATES

• RAL 7035 Grey.

• Watertight moulded enclosures.

• For heavy duty applications.

• Rated IP56.

• Complies with IEC670.

• IK9 impact resistance.

ENCLOSURES
AL4328

AL4344

AL4317

AL4318

AL4327
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RELAYS AND TIMERS

FUNCTIONS

INDUSTRIAL RELAY BASES

• Suitable for Surface or Din rail mounted.

Price Ref. No.
1 10+

8 Pin Relay Base 4.65 4.50 AL2907

11 Pin Relay Base 5.75 5.45 AL2908

14 Pin Relay Base 5.80 5.55 AL2909

MULTI FUNCTION TIMER

• Universal 17.5mm wide timer.

• Accepts 24v AD/DC or 

110 - 230v AC inputs.

• Time settings 0.3 seconds to 64 minutes.

Contact Price Ref. No.
Rating A 1 5+

Multi Function Timer 5 62.20 59.80 AL2912

STAR DELTA TIMER

• DIN rail mounting.

• Supply voltage: 

24-48V DC, 

24-230V AC 50/60Hz.

• 8 amp rated contacts.

• Full scale time ranges: 

1s, 5s, 10s, 30s, 1min, 

5min, 10min, 

30min, 1h, 10h.

• LED indication of elapse time.

• Output relay x 2.

• LED indicator for power on, 

relay 1 and 2 status.

• CE Approved.

Contact Price Ref. No.
Rating A 1 5+

Timer, Star Delta 5 69.25 66.50 AL6377


