


TEST EQUIPMENT

TEST AND MEASUREMENT

NON-CONTACT VOLTAGE DETECTOR SOCKET TESTER - STANDARD RANGE
- STANDARD RANGE

e LEDs indicate
14 wiring
conditions.

e Audible fuse

* Clearly detects 100-600 volts AC finding facility.
without metal contact. - Tests all BS1363
= Tip glows red when voltage detected.

] sockets. -
= Compact size. ﬁ .
= Battery freeze operation. 1 Price 3+ REE DS

Socket Tester 16.00 15.40 AL7367

Price Ref. No.
1 3+

Non-Contact Voltage Detector 15.05 14.45 AL7366
SOCKETTESTER - PROFESSIONAL RANGE

NON-CONTACT VOLTAGE DETECTOR
- PROFESSIONAL RANGE

e Provides a
true ground
error indication
via the LCD.

. » Enables speedy @
= Pocket size power detector. @ recognition of dangerous voltages being
* Non-contact voltage detection. applied to the earth conductor.
« Detects AC voltage 50 - 600v. é - The use of three neon indicators ﬁﬁ

= DC polarity check 1.5 - 36v. provides rapid detection of
* Supplied complete with 2 AAA batteries. correct/incorrect wiring.
Price Ref. No. Price Ref. No.
1 3+ 1 3+
Voltage Tester 2310 22.25 AL1056 Socket Tester 2310 22.25 AL6217

FUSE AND CABLE FINDER MCBs - SAFETY LOCK OUT

e Fits most MCBs and
mains switches.

e Easy to use
combination
lock - no keys.

e Saves having multi

= Traces cables in piece lock out Kits.
walls up to 40cm. * Comes with two

- Accurately sort cables. g warning labels that ™ | g
to the shackle.

« Set includes
transmitter
and receiver.

* Finds breaks in
cable quickly
and effectively.

= Standard UK 3 pin mains adaptor can be secured
for use in 13A sockets.

Price Ref. No. Price Ref. No.
1 3+ 1 3+

Fuse & Cable Finder 82.65 79.50 AL1062 MCBs - Safety Lock Out 20.00 19.20 AL7365
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TEST EQUIPMENT

TWO-POLE VOLTAGE TESTER

¢ Designed for ease of operation and gives
a clear indication of voltages present.
» Testing of six voltage ranges up
to 400V AC/DC.
« LED display. @
e Fully compliant with GS38 tip standard.
- Confirms to EN61010. ‘{ﬁ
- Battery free operation.
Price Ref. No.
1 3+

TEST & MEASUREMENT

COMBINED VOLTAGE, CONTINUITY,
PHASE ROTATION TESTER

» Testing of voltages AC/DC up to 690v.
e LCD and LED display.

= Continuity testing with optical and acoustic indication.

< Automatic switching between voltage and continuity.
« Phase rotation test system.
= Single pole phase indication.
< LED display. O
e Fully compliant with GS38.
« Electrical torch function for

for dark environments. ‘;ﬁ
» Rated IP65.

Price Ref. No.
1 3+

Two-Pole Voltage Tester 35.00 33.60 AL7364

Combined Voltage & Continuity Tester 80.15 7710 AL1059

CALIBRATION SERVICE

Now WF can offer you a full test,
calibration and repair service for every
make and type of instrument to ensure
the total integrity of your equipment.

Using advanced automatic facilities, the work is carried out
by highly skilled and technically qualified staff operating in
environmentally controlled laboratories. The calibration
equipment used is directly traceable via UKAS to national

standards. Comprehensive test reports and detailed
calibration certificates are provided and the

whole operation is normally
completed in just
a few days.

~. ~
&% PN
NN

= =

ALL PRICES QUOTED ARE SUBJECT TO V.A.T. (CURRENTLY AT 17.5%) AND ARE SUBJECT TO OUR STANDARD CONDITIONS OF SALE

COMBINED VOLTAGE &
CONTINUITY TESTER - DIGITAL

=

» Testing of voltages AC/DC up to 690v.
» Continuity testing with optical and acoustic indication.

< Automatic switching between voltage and continuity.

< Single pole phase indication.
« LED display. O
e Fully compliant with GS38.
e Electrical torch function

for dark environments. ﬁ
- Rated IP65.

Price Ref. No.
1 3+

104.20 100.10 AL6218

Combined Voltage & Continuity Tester
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TEST EQUIPMENT

TEST & MEASUREMENT

CLAMP METER AC CURRENT LIGHT FITTING ADAPTORS
a 5 FITTINGS AVAILABLE

L]
| Lightmate BC  Lightmate SBC

&

Lightmate ES  Lightmate SES

| A

Lightmate GU10

AL5676

AL5676
= 2000 count LCD display.

« Data hold and peak capture.
* AC/DC voltage up to 600v.

= 1000 AC current reading.

= Electronic overload protection. = Positive connection of test leads.
* 30mm jaw opening. @ = Safe way to test.
= Audible continuity/resistance to 20 mohm. Price Ref. No.

« No more juggling of test probes.

AL7247 p— SR
- AC/DC voltage up to 600v. Light Fitting Adaptor BC 19.85 19.05 AL7248

* 33mm jaw opening. Light F?tting Adaptor SBC 19.85 19.05 AL7249
- Display: 4000 counts. Light Fitting Adaptor ES 19.85 19.05 AL7250

= Continuity buzzer. Light Fitting Adaptor SES 19.85 19.05 AL7251
« Data hold. Light Fitting Adaptor GU10 19.85 19.05 AL7252
= Complies to IEC61010-1 (CAT. Ill) UL3111.
Price Ref. No.
1 3+
Clamp Meter AC Current 188.70 18145 AL5676 PA.T.TESTING ADAPTOR
Clamp Meter AC Current 8735 83.90 AL7247

* Enables easy PA.T. testing with
an insulation / continuity tester.

PROVIN NIT » Covers all of the mandatory tests
demanded by the code of practice.
CLASS 1

e Earth bond - using a continuity
tester - this can be used for all
appliances (Including IT).

* Insulation at 250v or 500v
using an insulation tester.

CLASS 2

» Works with all testers that
use 4mm test leads.

= Tests extension leads.

* Insulation at 250v or 500v
using an insulation tester.

@

= Outputs 690V AC/DC,
just two contact
points for AC and DC.
* Magnetic base for
convenience to mount
metal panels.

Price Ref. No. Price Ref. No.
1 3+ 1 3+

Proving Unit 88.10 84.60 AL7246 PA.T. Testing Adaptor 39.00 3745 AL7363
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TEST EQUIPMENT m

» Complies to rigorous G7 standard. AL7240
e Fused leads fully GS 38 compliant.

e Un-fused leads with fast changeover
from croc-clips to probes.

= Strong grip lantern connectors. '-.-f..r

< High integrity strain relief. %

\ AL7243
- Tested for 36N pull out force. .fmz“
= Tactile rubber ‘grips’.
» Fits most makes of instruments. ALT242
Price Ref. No.

e, e (@)
Test Leads 34.65 33.25 AL7240
Test Leads 24.75 23.75 AL7241
Test Leads 24.75 23.75 AL7242
Test Leads 54.40 52.20 AL7243
Type Comprises General Insulation | Loop | RCD | Multi | Clamp | Multifunction| Kewtech | Megger Robin Fluke
continuity | tester | tester |meters | meters testers
1 x 3 wire distribution KMP 4116DL
board lead. 683 KT41 LT5 m; mgglf
AL724p !ECmains comnector. o ReD A A A i KMP 5404DL
2 fused crocodile clips. TestersMFTs KT61 LT7 KMP 5406DL
Piggy back facility for KT62 CBT3 KTS1610
2 wire testing. KTS1620
KT31 KMP3075DL
BM121/2/3 KMP3050DL 1503
1 pair 4mm leads. DMMs KT35 KT61 BM221//2/3;4/7 KMP3OIODL 1507
AL7241 1 pair base prods. Insulation / A A A A KT62 . K3131DL
X o .. BM400 Series K3106DL 1577
1 pair crocodile clips. Continuity Testers DAL MIT200 Series  KTS1610 1587
All Clamps KTS1620

1 pair fused prods A A A A
AL2a2 pair fused crocodile clips

1 x 3 wire distribution

board lead.
Universal 4mm connector ) ) MFT1501 1651
AL7243 for instrument. Multifunction A A A A A A KT64 MFT1502 1652
5 x fused removable prods. TeSters KT65 MFT1552 1653
MFT1553

3 x probe tips.
3 x crocodile clips.

SOCKET ADAPTOR

» |[deal for insulation
and continuity tester.

* Use with all brands
of multifunction
testers.

50 METRETEST LEAD EXTENSION

» |deal for insulation
and continuity
tester.

» Use with all brands of
multifunction testers.

Price Ref. No. Price Ref. No.
1 3+ 1 3+

Socket Adaptor 19.85 19.05 AL7245 Test Lead Extension 88.10 84.60 AL7244
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o TEST EQUIPMENT

TEST & MEASUREMENT

DIGITAL MULTIMETERS

AL1063 AL5596 AL5675 AL5799
AL1063 AL5596 AL5675 AL5799
AC Voltage 600V 750V 700V 1000V
DC voltage 600V 1000V 1000V 1000V
AC Current 10 A 10A 20 A 10 A
DC Current 10 A 10A 20 A 10A
Reistance 2 MQ 60 MQ 200 MQ 40 MQ
Audible Continuity less then 30Q less than 30Q less than 500 less than 50Q
Diode test 0.3 ma typical 0.3 ma typical 1mA typical 1mA typical
Capacitance 40 nF - 4000 uF 2 nF - 200uF 4 nF - 4000 mF
Tempreture -20C-760C -20C-760 C
Frequency 3.00 MHz 10 MHz
Data hold 4 v
Duty Cylce 0.1 % -99.9 %
True RMS v
Back lit display v v v
Manual ranging v v
Auto ranging v v
Max/Min 4 v
Peak Hold v
Range v
Test Leads v v v 4
Price Ref. No.
1 3+
Digital Multimeter 52.90 50.85 AL1063
Auto Ranging Multimeter 120.00 115.45 AL5596
Digital Multimeter 95.50 9180 AL5675
Auto Ranging Multimeter 14140 136.05 AL5799

ALL PRICES QUOTED ARE SUBJECT TO V.A.T. (CURRENTLY AT 17.5%) AND ARE SUBJECT TO OUR STANDARD CONDITIONS OF SALE
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TEST EQUIPMENT

TEST & MEASUREMENT

Viegger. iy LOOP TESTER
A range of quality Alto testers manufactured by UK

market leader, Megger. All models are fully compliant
with the 17th Edition Wiring Regulations.

INSULATION / CONTINUITY TESTER

« A soft test function ensures circuits may be
tested when protected by a RCD, c/w 2 wire
test option - ideal for testing at the distribution
board or on lighting circuits.

« Phase to phase loop testing.

* Non-trip loop testing.

« PFC display. é

e 250v + 500v insulation
test ranges to 1000MQ.
e 200mA continuity to 100Q.

e Continuity buzzer. é

* Phase rotation indicator.
* 110v and 250v working.

. . . . . Price Ref. No.
« Live circuit warning and test inhibitor. 1 3+
* Auto power down. Loop Tester 696.35 669.60  AL4588
Price Ref. No.
1 3+
500v Insulation / Continuity Tester 38790 372.85 AL4586

RCDTESTER
INSULATION /7 CONTINUITY TESTER

* 250v, 500v and
1000v insulation
test ranges to 1000MQ.

e 200mA continuity to 100Q.

e Continuity buzzer.

< Live circuit warning and test inhibitor.

« Voltage measurement AC/DC.

» Resistance measurement.

e Auto power down.

e Features include remote testing and a ramp test
function to search for nuisance tripping.
O * 50v to 280v working. O
« Suitable for 10, 30, 100, 500
and 1000mA RCD.
@ e Ramp test. @
e Three phase safe.

Price Ref. No. Price Ref. No.
1 3+ 1 3+

1000v Insulation / Continuity Tester 494,50 475.50 AL4587 RCD Tester 483.05 464.45 AL4589
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